
BANK COUN 


Art Metal’s complete line of Modular Bank 
Counters, coupled with over 70 years experience 
in metal, offers exceptional possibilities in the 
design of bank interiors. With a wide flexibility 
of arrangement, Art Metal standard equipment 
with optional treatment of the counter front makes 
this line the most economical solution to the 
requirements of any bank . . . regardless of size. 

Standard counter fronts are furnished in two styles, 
sloping or vertical, with fluted trim in a decora¬ 
tive metal. Counter assemblies can be used either 
with Art Metal fronts, marble, or other facing 
material. Counter top and pedestal units are avail¬ 
able in various styles and combinations to form 
highly efficient work units. They include well sec¬ 
tions for bookkeeping machines, counter safes, 
drawer and cupboard units, currency storage units. 
The 25" counter work depth provides ample space 
for coin and calculating machines. 

Three complete Art Metal desk lines, "Correct 
Seating” office chairs, and distinctive guest furni¬ 
ture provide inviting officers’ quarters and public 
lounges. In addition, Art Metal has unusual faci¬ 
lities and experience in planning vault storage 
equipment, custom-built counters, check desks, and 
other items to satisfy special requirements. 
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Art /VWal MODULAR BANK COUNTER ASSEMBLIES 



ASSEMBLY A 

60" unit. Style 600-A1 
Counter Top with Styles 
600-C1 (left) and 600-D1 
(right) pedestal units 
Foot rest. 


600 LINE counters are based on standard 60" wide 
modules which, in combination, are readily adapted to 
any bank floor plan . . . any customer service requirement. 
These standard counters are so flexible in design, they can 
be easily regrouped or rearranged to accommodate future 
expansions or remodeling. The Machine Well Counter 
Top in Assembly B combines with two Style 600-A3 
Counter Tops to form a 120" double unit. Additional 
flexibility is provided by 90° and 135° Corner Units. 

Standard counter tops are linoleum covered. A continu¬ 
ous linoleum top may be ordered to cover the entire 
counter. Also available are two-color linoleum tops with 
the customer side in one color . . . the work area in 
another. Standard bindings and trim are aluminum. 



Other features include Style 600-A4 Front Counter 
Machine Well with special sliding machine shelf. Style 
650-Al Tellers’ Bus can be placed under counter aprons 
by adding a Finished End Counter Support to either 
front or side counter. It can be used in Assembly B by 
omitting foot rests. See specifications for additional 
features. Consult Art Metal Bank Equipment Catalog 
for complete data. 


120" assembly consisting of two Style 
600-A3 Counter Tops and one Style 
600-A4 Machine Well Top. Center 
pedestal group has Style 600-E2 Cup¬ 
board and 600-C1 unit with two 
No. 060545 inserts. Counter Top has 
Style 600-F1 Finished End Supports. 
Foot rests. 


Note use of Art Metal 
Style 138 Wastebasket 
with Assembly K. Guard 
rails, 10" high, can be 
used to give separation 
for each teller station 
on both front and side 
counter tops. 



60" unit. Style 600-A6-1 Front Counter 
Top with Style 600-C1 pedestal unit. 
ASSEMBLY K Style 600-Bl Side Counter Top with 
600-El Cupboard and Safe Style 600-K1. 
Guard Rail (broken lines on top). 


ASSEMBLY E 


60" unit. Style 600-A5 Counter 
Top, flush counter-sunk deal plate 
with pedestal units 600-C1 with 
one No. 060545 insert (left) and 
600-D1 (right). Foot rest. Broken 
lines indicate sloping front. 





STYLE 600-Y1 STYLE 650-Al 

Bulk Currency Storage Unit. Tellers Cash Bus. 

Used In Style 600-D1 
indicated by outline. 


STYLE 630-A50-1 
Single Box Drawer mounted 
on Style 600-D1 Drawer 
and Cupboard Unit. 


STYLE 600-E5 
Double Cupboard 
with sliding doors. 


PEDESTAL UNITS 

Art Metal drawer and cupboard units 
are placed under the top counter sec¬ 
tions and provide required storage space 
for tellers. All units are equipped with 
a recessed toe space faced with 4" high 
black rubber cover base. Four 2" long 
leveling bolts are furnished with each 
unit providing for convenient leveling 
on uneven floors. 
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Art Metal Counter Fronts are assembled 
in 60" modules and consist of sloping 
or vertical fronts, superstructures and 
screens. Counter fronts may be plain or 
decorated with fluted metal moldings. If 
desired, marble, wood or plastic fronts 
may be procured. 




SUPERSTRUCTURES, 

SCREENS, WICKETS 

Superstructures are made in five lengths 
and four corner styles to fit any counter 
layout. By using these standard styles, 
either ledge or counter-height teller sta¬ 
tions may be provided. Superstructures at 
tellers’ openings have return ends for 
protection of currency and papers on 
counter top. Double wall construction 
provides space for concealed wiring and 
outlets. If desired, tops may be lino¬ 
leum-covered and edged with a metal 
binding. 

Where wickets are required, Art Metal 
offers both high and low types. (Style 
600-Wl High Wicket shown on counter 
at lower right.) Any one of three screen 
styles—clear glass, fluted glass, and bar 
grille screens in aluminum or bronze — 
may be used on the superstructure. 


COUNTER DEAL PLATES 
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Glass or steel deal plates are 
mounted on top of the counter or 
the ledge and run the full length 
and width of the teller’s window. 
Ledge style deal plate used on 
counter front at top. Counter 
height deal plate shown on counter 
at lower right. 


BANK COUNTER - SECTIONAL VIEWS 

Assembly procedure is simplified by factory located screw 
holes which insure accurate alignment of units. Leveling 
bolts adjust pedestal heights. The complete section shows 
the ample provision for concealed electric wiring with 
double wiring holes in each front counter support and wiring 
holes in ends of all superstructure sections. Electrical cut¬ 
outs are made in superstructure back panels when specified. 

The partial section illustrates the use of marble or other 
fronts with Art Metal counter assemblies. Attachment clips, 
bolted or screwed-on furnish a ready means of connection 
and offer complete flexibility in design of counter fronts. 
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Slope Counter Front at the Lakewood, N. Y. Branch 
of the First National Bank, 

Jamestown, N. Y. 

Teller Side of counter showing three teller stations, 
Lakewood, N. Y. Branch of the 
First National Bank, Jamestown, N. Y. 


Specifications 

MATERIAL — All finished units shall be made of patent-leveled, furniture 
quality steel. Interior framing and reinforcing members shall be rolled or 
formed shapes. Gauges are U. S. Standard except as noted. 

FINISH — All steel parts shall be thoroughly cleaned by hot vapor and spray 
degreasing, and carefully wiped with clean cloths when dry. All parts shall be 
immediately protected by fust inhibitive primer. Prime coat shall be baked, 
inspected and filled where needed. When dry, finished surfaces shall be sanded, 
cleaned and sprayed with full-bodied enamel coat and baked. Bronze surfaces 
shall have a fine brush finish protected by a coat of clear lacquer. Aluminum 
surfaces shall have a rubbed finish, cleaned and alumilited thoroughly. 

All hardware shall be polished to a satin finish and protected with a coat of high 
grade clear lacquer. 

COUNTER FRONTS — Shall be made of 18 ga. steel. Front panel shall be 
securely anchored. All vertical joints to be concealed with recessed aluminum 
or bronze fluted trim. Counter tops shall be linoleum covered with metal bind¬ 
ing. Superstructure shall have double walls of 18 ga. steel, with space for 
wiring and outlets, and securely fastened to counter. 

GLASS SCREENS -Shall be of Vi" clear or fluted glass, exposed edges 

polished, and set in bronze or aluminum channels secured to superstructure. 

BAR GRILLE SCREENS, Aluminum or Bronze — Shall have 3 / 8 " x 
2V 2 " rails and %" dia. vertical tubings anchored by Vi" steel tie rods. 

COUNTER TOP SECTIONS -Containing cash and box drawer shall be 

self contained to permit interchangeability. Top shall be # 14 ga., front apron 
# 13 ga., backs, ends, and intermediate member # 18 ga. Top covered with not 
less than .08 ga. desk grade linoleum. Front edge to have metal binding with 
concealed fastening. Continuous linoleum over two or more units if specified. 





WRITE FOR — 

Your copy of complete catalog 
on Art Metal Modular Bank 
Counters. 


DEAL PLATES — Shall be Vs" black carrara glass, honed finish, or y 8 " plate 
glass (frosted bottom) with chamfered edges, or %;>" thick chrome nickel steel 
deal plate with #4 polish or Vs" thick Formica with color as specified. 

DRAWER AND CUPBOARD UNITS — Uprights, base and cupboard 
shelves # 18 ga., top, back # 20 ga. Drawer heads of # 20 ga. to be flat, with 
edges formed to vio" thickness. Drawer bottom and sides of # 24 ga. formed in 
one piece. Cupboard doors of # 20 ga. with channel stiffner and provided w ith 
latch, lock when specified. Shelf adjustable 1" on centers. Each unit to have 
recessed toe space and four 2" long leveling bolts. 

END PANEL SUPPORTS — Shall be made of double wall, 18 ga. panels, 
finished both sides and reversible. Each panel has two 2" leveling bolts. 

FINISHED ENDS — For covering end of counter front, counter and super¬ 
structure, to be of # 18 ga. with # 18 ga. top rail, securely fastened to counter 
and front. 

RUBBER BASE - Of 4" high black rubber. Shall be furnished for both 

public and work sides of counter units. 

KNEE SPACE BACK PANELS - Knee space under counter to be pro¬ 

vided with # 18 ga. back panel and IV 4 " steel pipe foot rest. 

LOCKS — Cash drawers only shall be furnished with paracentric key lock 
which can be masterkeyed. Drawer base units may have individual drawer or 
unit locks. 

SUSPENSIONS - "Easy Roll” Ball-Bearing Suspensions shall be furnished 

for all standard drawers in base units. Side-Arm Ball-Bearing Roller Suspensions 
shall be furnished for all counter-top drawers. Side-Arm Suspension and drawer 
is interchangeable with Easy-Ro.ll Suspension and drawer. 


BRANCH 

BALTIMORE 1, MD. 

TOO W. Centre Street 
BOSTON 10, MASS. 

472 Atlantic Avenue 
CHICAGO 6, ILL. 

208 W. Adams Street 
CINCINNATI 6, OHIO 
3036 Woodburn Ave. 
DETROIT 2, MICH. 

2995 E. Grand Blvd. 
HARTFORD 3, CONN. 

410 Asylum Street 
LOS ANGELES 22, CALIF. 
2515 South Yates Ave. 


OFFICES 

NEWARK 2, N. J. 

15 William Street 
NEW YORK CITY 13, N. Y. 

369 Broadway 
PHILADELPHIA, PA. 

401 N. Broad St. 
PITTSBURGH 22, PA. 

Law and Finance Bldg. 
WASHINGTON 5, D. C. 


301 Southern Bldg. 
WILMINGTON 99, DEL. 
1001 West Street 


OTHER LOCALITIES CONSULT HOME OFFICE 


ART METAL BANKING SERVICES 

CUSTOM-BUILT BANKING EQUIPMENT by Art Metal offers line craftsmanship, 
over 70 years experience and specialized, cooperative planning to meet the most 
exacting requirements of modern banking. 

ART METAL OFFICE EQUIPMENT for bank offices and clerical departments pre¬ 
sents a most complete line of desks, chairs, filing equipment and work counters 
to meet any specific need. Postindex Visible Records offer a wide variety of 
special forms for bank record-keeping. 

BANK PLANNING is part of Art Metal cooperative service. It provides many 
invaluable suggestions on bank layout and the best type of equipment for every 
banking function. It includes the combined ideas of bank and office equipment 
specialists, engineers and planners of wide experience. It is yours for the asking. 



ART METAL CONSTRUCTION COMPANY • JAMESTOWN, NEW YORK 
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